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City of
. Mepleran

e s Typical Basement Egress Window Well Layout
NORTH DAKOTA

BUILDING INSPECTIONS
. Midwest Inspection Services
Emergency Escape and Rescue Openings
gency P _ P g 310 1%t Avenue SE
(Section R310) Mapleton, ND 58059
Phone: 701-532-1078
1) Opening/Fenestration Requirements Fax: 701-532-1608
a) Minimum of one emergency escape and rescue opening required in:
- Basements containing habitable space
- Every sleeping room
2) Egress Window Requirements _ = Bond Beam, Lintel and
a) Opening sill height to be a maximum of 44 inches above the floor 4 P 36" min. R Block or Header
b) Net clear opening size to be a minimum of 5.7 square feet
¢) Minimum net clear opening height of 24 inches; minimum net clear Retaining Wall Block, We recommend recessing
. i . . . . Reinforced Concrete, this window a minimum of
opening width of 20 inches (see chart on reverse side for window sizes). Ladder required Reinforced Masonry Units, 1-1/2" to inside the exterior
if window well Listed Treated Timber, foundation wall line to
- S - . . depth is greater Galvanized Steel or Other prevent moisture from
3) Where window opening sill height located below adjacent ground elevation, than 44 inches Permanent Built Window entering the top of the
window well is required. Well window.
a) Allow for door or window to be fully opened.
b) Minimum of 9 square feet in horizontal dimension, minimum width of (Note: Number of 6" wider than fully opened
36 inches block shown does window recommended
: not indicate number —] A
c) Permanent complying ladder or steps where vertical depth exceeds required.) A
44 inches. A Gravel bed 6" for drainage
. . . 44" max.
d) Bars, grilles, covers and screens on window or well cover prohibited T window sill
unless devices releasable or removable from inside without use of Geotextile fabric height
key, tool or excessive force. If cover is implemented, make sure the recommended
. . . . Frost
window will fully open without cover interference. Depth 60 Finished floor
inches height
i . . . . . Waterproofed
4) Bulkhead enclosures with direct exterior access permitted if in compliance basement wall
with minimum net clear opening requirements. v
(See chart on reverse side for Code compliant egress window sizes.) v O O Draintile system




WINDOW AREA (in square feet)

Height of Width of Opening
Opening 20" 21" 22" 23" 24" 25" 26" 27" 28" 29" 30" 31" 32" 33" 34" 35" 36"
24" 3.3 3.5 3.7 3.8 4.0 4.2 4.3 4.5 4.7 4.8 5.0 5.2 5.3 5.5 5.7 5.8 6.0
26" 3.6 3.8 4.0 4.2 4.3 4.5 4.7 4.9 51 5.2 54 5.6 5.8 6.0 6.1 6.3 6.5
28" 3.9 4.1 4.3 4.5 4.7 4.9 5.1 5.3 5.4 5.6 5.8 6.0 6.2 6.4 6.6 6.8 7.0
30" 4.2 4.4 4.6 4.8 5.0 5.2 54 5.6 5.8 6.0 6.3 6.5 6.7 6.9 7.1 7.3 7.5
32" 4.4 4.7 4.9 51 5.3 5.6 5.8 6.0 6.2 6.4 6.7 6.9 7.1 7.3 7.6 7.8 8.0
34" 4.7 5.0 5.2 54 5.7 5.9 6.1 6.4 6.6 6.8 7.1 7.3 7.6 7.8 8.0 8.3 8.5
36" 5.0 5.3 5.5 5.8 6.0 6.3 6.5 6.8 7.0 7.3 7.5 7.8 8.0 8.3 8.5 8.8 9.0
38" 5.3 5.5 5.8 6.1 6.3 6.6 6.9 7.1 7.4 7.7 7.9 8.2 8.4 8.7 9.0 9.2 9.5
40" 5.6 5.8 6.1 6.4 6.7 6.9 7.2 7.5 7.8 8.1 8.3 8.6 8.9 9.2 94 9.7 10.0
42" 5.8 6.1 6.4 6.7 7.0 7.3 7.6 7.9 8.2 8.5 8.8 9.0 9.3 9.6 9.9 10.2 10.5
44" 6.1 6.4 6.7 7.0 7.3 7.6 7.9 8.3 8.6 8.9 9.2 9.5 9.8 10.1 10.4 10.7 11.0
46" 6.4 6.7 7.0 7.3 1.7 8.0 8.3 8.6 8.9 9.3 9.6 10.0 10.2 10.5 10.9 11.2 11.5
48" 6.7 7.0 7.3 1.7 8.0 8.3 8.7 9.0 9.3 9.7 10.0 10.3 10.7 11.0 11.3 11.7 12.0
50" 6.9 7.3 7.6 8.0 8.3 8.7 9.0 9.4 9.7 10.1 10.4 10.8 111 11.5 11.8 12.2 12.5
52" 7.2 7.6 7.9 8.3 8.7 9.0 9.4 9.8 10.1 10.5 10.8 11.2 11.6 11.9 12.3 12.6 13.0
54" 7.5 7.9 8.3 8.6 9.0 9.4 9.8 10.1 10.5 10.9 11.3 11.6 12.0 12.4 12.8 131 13.5
56" 7.8 8.2 8.6 8.9 9.3 9.7 10.1 10.5 10.9 11.3 11.7 121 12.4 12.8 13.2 13.6 14.0
58" 8.0 8.5 8.9 9.3 9.7 10.1 10.5 10.9 11.3 11.7 121 125 12.9 13.3 13.7 141 145
60" 8.3 8.8 9.2 9.6 10.0 10.4 10.8 11.3 11.7 121 125 12.9 13.3 13.8 14.2 14.6 15.0

*Window sizes in the highlighted areas make up the 5.7 square feet of net openable space as required in the 2015 International Residential Code.
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